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3.5 Water Quality

3.5.1 Studies and Coordination

This section is based on the findings of the SR 509/South Access Road EIS
Discipline Report: Water Quality (CH2M HILL August 2000), SR 509/South
Access Road EIS. South Airport Link (August 2001a), and SR 509/South
Access Road EIS 1-5 Improvements Report (CH2M HILL October 2001).
These discipline reports evaluated previous technical studies, engineering
reports, basin plans, and topographic and natural resource maps to assess
resources that could be affected by the proposed project. Identifying and
evaluating potential impacts resulting from the proposed project alternatives
also required coordinating with project consultants and representatives from
natural resource management and regulatory agencies. The following
agencies and jurisdictions were contacted during preparation of this

Revised DEIS:

* U.S EPA, Sesttle Office, Region 10

» Washington State Department of Ecology (Ecology), Northwest Regional
Office, Bellevue

« WSDOT

» King County Department of Natural Resources, Water and Land
Resources Division

» King County Department of Metropolitan Services

* Highline Water Department

» City of Federal Way, Water and Sewer Department

» City of Des Moines, Public Works Department

» City of SeaTac, Public Works Department

* Port of Seattle

For thisanalysis, the project areaincludes all basins or watersheds potentially
affected by this project (Figure 3.5-1). Information on drainage patterns,
riparian land uses, riparian conditions, channel conditions, and hydrology in
the project vicinity was augmented by field observations made during a

jurisdictional wetland delineation and stream reconnai ssance investigation.
No water quality or flow data were collected.
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Construction impacts on water quality were assessed by evaluating the
proposed project alternatives’ potential to increase erosion, sedimentation,
stormwater, and other construction-related pollutants above existing
conditions. Potential increases in construction-related erosion, sedimentation,
stormwater, and pollutant loading are typically short term and generally
decrease substantially after construction activities are completed. It was
assumed that potential water quality impacts would be negligible in those
basins that would not receive stormwater runoff from the proposed project.
Therefore, potential construction impacts on surface water and groundwater
quality were evaluated only for those water bodies expected to receive
stormwater from construction sites.

Potential operational or long-term effects on surface waters were evaluated
based on estimated average annual pollutant loads to receiving waters from
the build alternatives. The FHWA design procedure (FHWA April 1990a,
April 1990b), which has been adopted by WSDOT, was used to make the
evaluation. The FHWA procedure is a probabilistic dilution model developed
and applied in EPA’ s Nationwide Urban Runoff Program (NURP). The
magnitude and frequency of occurrence of in-stream concentrations of a
pollutant produced by stormwater runoff were computed as a basis for
comparing the proposed alternatives. For each of the surface water basins
affected by the proposed project aternatives, pollutant loadings were
estimated for total suspended solids (TSS), chemical oxygen demand (COD),
zinc, copper, nitrate/nitrite, total Kjeldahl nitrogen (TKN), and total
phosphorus (TP). By examining each basin separately, impacts on
surrounding resources could be assessed more precisely. The FHWA
procedure was used to compare the compiled once-in-3-year concentration to
the EPA acute criteria, to the recorded ambient (background) concentration,
and to the Washington State Water Quality Standards for Class A waters.

The EPA’s 3-year acute criteriawere available only for toxic metals (zinc
and copper). The stream ambient (background) concentrations in receiving
streams were based on average pollutant concentrations from stormwater
samples collected from December 1994 through July 1997 in Des Moines
Creek, Massey Creek, and Barnes Creek (Herreraand Hall 1997). For each
major receiving basin (Des Moines Creek Basin, Miller Creek Basin, Green
River Basin, and Lower Puget Sound Basin) potentially affected by the build
alternatives, probabilities of exceeding once-in-3-year target concentrations
were computed. The same procedure was also used to document any cases
where the Washington State Class A standards for toxic metals (zinc and
copper) were exceeded.

Details on the FHWA procedure are documented in the water quality
discipline report (CH2M HILL August 2000), and in the SR 509/South
Access Road EIS Discipline Report: South Airport Link (CH2M HILL
August 2001a). Treatment efficiencies of selected water quality treatment
facilities were computed following median removal rates suggested in the
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WSDOT Instructional Letter No. IL 4020.00, Enclosure C (WSDOT 1999)
and in FHWA (1996) (Table 3.5-1).

Table 3.5-1
WSDOT Best Management Practices Effectiveness Rates

Treatment Efficiency (%)

BMP* TSS TKN TP Zinc
Wet Vault 23 5 5 5
Biofiltration Swale 72 25 28 67
Wet Pond 72 36 53 56
Vegetated Filter Strip 80 34 53 75

*WSDOT (1999).

Wet ponds, bioswales, wet vaults, and some other innovative technologies,
including treatment trains, have been considered for stormwater treatment. A
description of technologies and some experimental BM Ps being considered
were presented in the Sormwater Treatment Technical Memorandum
(CH2M HILL August 2001b).

Highway loadings were computed using the FHWA procedure (FHWA
1996).

3.5.2 Affected Environment

Basins and Resources

The proposed project would potentially affect the quality of water resources
in five basins. These water resources include rivers, creeks, lakes, and
groundwater.

Miller Creek Basin

Miller Creek Basin includes a drainage area of 5,200 acres and drains into
Puget Sound. The Washington State Department of Fish and Wildlife
(WDFW) identifies Miller Creek as stream 09.0371. The basin would be
affected to an equal extent by each of the build alternatives; however, only a
relatively small area of the basin would be disturbed, and there would likely
be no substantial water quality impacts.

Des Moines Creek Basin

Des Moines Creek Basin includes a drainage area of 3,700 acres. Sea-Tac
Airport in the northern portion of the basin occupies approximately

27 percent of the total basin area. The remainder of the basin islargely
urbanized. Important resources in the basin include Des Moines Creek (King
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County 1987) and associated wetlands. Bow Lake, Northwest Ponds
(Wetland F), and Tyee Pond currently provide stormwater detention and
treatment and are also near the build aternatives. Additional wetlands also
are located within the Des Moines Creek Basin. Des Moines Creek, aKing
County Class 2 stream with salmonids, is the main drainage course in that
basin.

Des Moines Creek generally flows south to southwest and empties into Puget
Sound near South 222nd Street. WDFW identifies Des Moines Creek as
stream 09.0377. Two major tributaries and two minor tributaries flow into
Des Moines Creek. The major tributaries are known informally as the East
Fork and West Fork. The East Fork, originating from Bow Lake, isaKing
County Class 3 stream in its lower reaches and unclassified in its upper
reaches. Class 3 streams have intermittent flow and are not used by
salmonids. The West Fork flows out of the Northwest Ponds complex at the
western edge of the Tyee Valley Golf Course. The upper reaches of the West
Fork are either designated Class 3 or are unclassified, while the lower reaches
are Class 2. The two minor tributaries to Des Moines Creek are both
unclassified.

Just upstream of the project area, near the Bow Lake outlet to the East Fork
of Des Moines Creek, the corresponding flood frequency exceedance levels
are 21, 29, and 35 cubic feet per second (cfs) (Des Moines Creek Basin
Committee 1997). In general, impervious surfaces associated with
development in the watershed have increased peak flows, resulting in
downstream flooding in Des Moines Creek relative to predevel oped
conditions. The higher peak flows, in turn, have led to problems with channel
erosion and scouring of spawning gravel in downstream reaches of Des
Moines Creek. The frequent flooding in the creek has also damaged public
buildings and facilitiesin Des Moines Beach Park (Des Moines Creek Basin
Committee 1997).

Lower Green River Basin

The Lower Green River Basin isalarge basin that drains to the Duwamish
River. Streams designated as 43 and 45 by USFW drain the basin north to
Green River, which drains north to Puget Sound.

Stream 43 flows into the Green River at about river mile (RM) 20.0, and is
located about 3,000 feet east of the project area. Stream 45 flows into the
Green River at about RM 21.7, and is located more than 1 mile east of the
project area. Star Lake is located about 1,000 feet east of the project area, and
Lake Fenwick islocated more than 1 mile east of the project area.

Lower Puget Sound Basin

Streams in the Lower Puget Sound Basin include McSorely Creek,
Woodmont Creek, Redondo Creek, and Cold Creek, al draining to Puget
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Groundwater

Sound. This basin would be impacted by stormwater runoff from the
improvements along the I-5 corridor, located on the eastern boundary of the
basin.

McSorley Creek islocated within Saltwater State Park and flows into Puget
Sound. Woodmont Creek flows directly into Puget Sound. The creek
originatesin aforested ravine more than 1 mile west of the project area.
Woodmont Creek functions primarily as a stormwater conveyance channel
with severe bank erosion (King County 1991). Redondo Creek flows directly
into Puget Sound. Redondo Creek islocated more than 1 mile west of the
project area. Redondo Creek is one of the most severely incised channelsin
the basin, with heavy erosion associated with high flows and poor water
quality resulting from nonpoint pollution from residential and commercial
sources (King County 1991).

Cold Creek, located more than 1 mile west of the project area, flowsinto
Puget Sound. Cold Creek has been piped and channeled in several locations.
According to the Lower Puget Sound Basin Plan (King County 1991), Cold
Creek drains from Easter Lake.

Mill Creek Basin

Water resourcesin the Mill Creek Basin include Mill Creek and Lake
Dolloff. This basin would be impacted by stormwater runoff from the
improvements along 4,000 feet of the I-5 corridor, located on the eastern
boundary of the basin.

Mill Creek flowsinto the Green River at about RM 24.0. Lake Dalloff is
located about 1,000 feet west of the project area. Mill Creek flowsto the
south from the outlet at the southeast end of Lake Dolloff, about 2,000 feet
from the project area. Mill Creek drains first south, then north for about
8.4 milesinto the Green River.

The project area has three aquifers, including a shallow aguifer, an
intermediate aquifer, and a deep aquifer. The aquifers have been used
historically as a source of groundwater for water supply. The shallow aquifer
has been used for domestic, irrigation, and/or commercia purposes. The
intermediate agquifer and the deep aquifer have been primarily used for
municipal water supply. The largest municipal user isthe Highline Well
Field, which draws approximately 1.5 million gallons per day of water from
the deep aquifer viathe Angle Lake and Des Moines production wells. A new
well, referred to as Tyee well, is currently being developed for municipal use.
Two additional wells are located on Port of Seattle property: Well 2M, which
is used for groundwater monitoring, and Well 1, which is not currently used
for drinking water supply.
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Surface Water

Des Moines Creek

Des Moines Creek is classified asa Class A (Port of Seattle April 1999)
freshwater creek. Class A waters are usable for water supply, livestock
watering, fish and wildlife, and recreation. Water quality standards for
Class A waters are discussed relative to WA C Chapter 173-201A, Water
Quality Standards for Surface Waters of the State of Washington

(Table 3.5-2).

Water quality data collected in recent years indicate that elevated pollutant
levels frequently occur in Des Moines Creek. In response to concerns over
increased urbanization within the Des Moines Creek Basin, a multiagency
watershed management team represented by Metro, King County, Port of
Seattle, Ecology, and Trout Unlimited was established in 1986 to formulate a
restoration plan for the creek. The team prepared a watershed management
plan to control and maintain water quality and restore and maintain viable
populations of salmon and trout. The recommended restoration plan is
outlined in the Des Moines Creek Restoration Project (Herreraand Hall
1989). In the restoration plan, violations of water quality standards were
reported for fecal coliform bacteria, metals, and turbidity.

In addition to water quality concerns associated with urban devel opment,
pollutants from operations at Sea-Tac Airport also are a concern (Des Moines
Creek Basin Committee 1997). In general, water quality monitoring at the
airport has shown runoff from the airport to be comparable to that of runoff
from other urban land uses in the basin. However, there are industrial
pollutants unique to airport operations that are collected and treated by the
airport’s Industrial Wastewater System (IWS). The IWS collects and
processes drainage from areas in the airport that are more likely to contribute
pollutants such as the aircraft servicing, loading, and de-icing locations.
Effluent from the IWS istreated and then routed by pipeline along

Des Moines Creek to just below the Midway Sewage Treatment Plant, where
the IWS line joins the deep sewer outfall, which discharges to Puget Sound.
Three fuel spills from the airport into Des Moines Creek between 1973 and
1986 resulted in mortality to fish and aguatic life (Parametrix 1994). Since
these accidental spills, modifications to the IWS and inclusion of the Tyee
Pond within the Regional Detention Facility make it unlikely that an impact
of this nature would ever be repeated. Tyee Pond was designed to contain
hydrocarbon spills and prevent them from reaching Des Moines Creek.

The airport's Storm Drain System (SDS) generally drains the runways,
taxiways, and building roofs. Because these areas contribute relatively small
pollutant loads, stormwater from the SDS discharges directly to Des Moines
Creek in severa locations along the perimeter of the airport. Monitoring
conducted by the Port of Seattle indicates that stormwater from the airport is
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Table 3.5-2
Washington State Department of Ecology Water Quality Standards for Class A
Freshwaters and Lake Class

Parameter Water Type Standard’

Fecal coliform Freshwater/  Shall not exceed a geometric mean of 100 colonies

bacteria Lake per 100 mL, and no more than 10% of samples used
in calculating the geometric mean shall exceed 200
colonies per 100 mL.

Dissolved Freshwater Shall exceed 8.0 mg/L.
oxygen

Lake No measurable decrease from natural conditions.

Total dissolved Freshwater/  Shall not exceed 110% of saturation at any point of
gas Lake sample collection.

Temperature Freshwater Shall not exceed 18°C due to human activities.
Incremental increases resulting from nonpoint source
activities shall not exceed 2.8°C.

pH Freshwater Shall be in the range 6.5 to 8.5, with the human-
caused variation within a range of less than 0.5 units.

Lake No measurable change from natural conditions.
Turbidity Freshwater Shall not exceed 5 NTU over background conditions

when the background is 50 NTU or less, or have more
than 10% increase in turbidity when background is
more than 50 NTU.

Lake Shall not exceed 5 NTU over background conditions.
Toxic, Freshwater Shall be below concentrations that may adversely
radioactive, or affect characteristic water uses, cause acute or
deleterious chronic conditions in the most sensitive aquatic biota,
material or adversely affect public health.

concentrations

" Adapted from Water Quality Standards for Surface Waters of the State of Washington,
WAC Chapter 173-201A, November 18, 1997. See this statute for complete language on
water quality standards for these parameters and acute and chronic standard for toxic
substances (e.g., metals, pesticides, and organics), which are not listed here.

mL = milliliter

mg/L = milligrams per liter

°C = degree(s) Celsius

% = percent

NTU = nephelometric turbidity units

generally cleaner compared to similar urban runoff for TSS, biological
oxygen demand (BOD), TP, total copper, total lead, total zinc, and oil and
grease (Port of Seattle November 1996, June 1997, September 1997,
November 1998). Chemicals associated with de-icing activities have aso
been detected in stormwater samples from the airport (Des Moines Creek
Basin Committee 1997). For example, anmonia (from urea) in airport
stormwater has been detected at concentrations that violate both chronic and
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acute toxicity standards for aguatic life (Port of Seattle April 1996).

However, because ureais no longer used as a de-icer at the airport, observed
ammonia levels have been generally lower compared to other urban land uses
(Port of Seattle 1999). Both the airport’s IWS and SDS facilities are covered
by an NPDES permit issued by Ecology. This permit regulates the discharges
from both systems and is periodically reviewed and updated.

In 1997, the Des Moines Creek Basin Plan (Des Moines Creek Basin
Committee 1997) was produced through a cooperative interjurisdictional
effort undertaken by King County, the Cities of SeaTac and Des Moines, and
the Port of Seattle. One of the primary goals of this basin plan was to develop
ashared plan for addressing water quality and quantity issues. The specific
water quality-related concerns that were identified in the Des Moines Creek
Basin Plan are: Turbidity and suspended solids; high nutrient levels; water
temperatures that frequently exceed optimal upper temperature limits for
salmonid species; and low dissolved oxygen.

Average seasonal flow rates near the outlet of Des Moines Creek range from
1.3 cfsin July to 12.3 cfsin December. At the outlet of Des Moines Creek,
flow exceedance levels for events with 2-, 5-, and 10-year recurrence
intervals are estimated to be 171, 211, and 255 cfs, respectively. In general,
impervious surfaces associated with development in the watershed have
increased peak flows and downstream flooding in Des Moines Creek relative
to predeveloped conditions. The higher peak flows have, inturn, led to
problems with channel erosion and scouring of spawning gravel in
downstream reaches of Des Moines Creek. The frequent flooding in the creek
has also damaged public buildings and facilitiesin Des Moines Beach Park.

Lower Green River

The Lower Green River has been listed asa Class AA (extraordinary)
freshwater creek (WAC 173-201A 1997). Class AA waters generally exceed
the water quality requirements for all beneficial uses. The Lower Green River
watershed is part of the Green River/Duwamish River watershed, and is
located east of -5 and the Sea-Tac Airport, including Angle Lake. United
States Geological Survey (USGS), Ecology, and Metro have measured water
quality at several locations on this watershed during the last decade. The
focus of these studies was nutrients from precipitation and domestically
applied fertilizers. Precipitation is estimated to contribute from 1 to 2 tons of
nitrogen per square mile each year, and from 0.10 to 0.2 ton of phosphorus
per square mile of the watershed each year (USGS 1995). Additionally, these
studies estimated annual contribution of 1 ton per square mile per year of
inorganic nitrogen. No additional water quality data have been collected for
this project.
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Streams of Lower Puget Sound Basin

No water quality data are available for McSorley Creek and Woodmont
Creek. Redondo Creek and Cold Creek have been monitored by King County
(1991). However, water quality standards in those creeks have not been
exceeded since 1998 (Ecology 1998).

Mill Creek

King County and Ecology conducted water quality monitoring on the creek
during 1993 and 1994. Water temperatures exceeded the Washington State
standards upper temperature limits several times. Fecal coliform bacteria
similarly exceeded the Washington State standards upper limits numerous
times.

Clean Water Act Section 303(d) Waters

According to Ecology’s Section 303(d) list (1998), Des Moines Creek, Mill
Creek, and some reaches of the Green River do not meet Washington State
water quality standards for selected parameters.

Des Moines Creek is listed as a 303(d) water because of high fecal coliform
bacteria concentrations. Temperature and dissolved oxygen in the creek were
also measured above the standards during one monitoring event. Green River
islisted as a 303(d) water because of exceedances for mercury, fecal
coliforms, chromium, and temperature. Mill Creek islisted as a 303(d) water
because of exceedances for temperature, dissolved oxygen, and fecal
coliforms.

3.5.3 Environmental Impacts

Alternative A (No Action)

Under the No Action Alternative, adverse effects on water quality from the
proposed project would not occur. However, other roadway construction and
developments are planned and anticipated to occur over the next few yearsin
the project vicinity. These activities would add impervious surfaces to the
basinsin the project area that could adversely affect the water quality of
streams and wetlands.

Impacts Common to All Build Alternatives

Surface Water

Construction activities for each of the build aternatives would include
clearing vegetation, regrading the existing ground surface, installing bridges
at stream crossings, excavation for structures, staging and handling
construction materials, and operating machinery. Removing vegetation would
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decrease stormwater infiltration into the soil profile, expose minera soils,
and decrease evapotranspiration. Regrading the ground surface along the
aternative alignments would disrupt upstream surface waters, including sheet
flow and channelized flow. Sheet flow that currently flows across the project
area from land upstream and adjacent to the roadway would be intercepted,
conveyed, and discharged to a collection system.

Removing vegetation, intercepting sheet flow, and compacting soils would
increase surface runoff volumes and rates. The increase in surface water flow
rates and volumes could cause erosion and subsequent sedimentation in
receiving channels. Increased surface water flow in the disturbed area would
also have the potentia to transport sediments downstream. Removing
vegetation adjacent to streams could reduce shading and increase the
temperature of water in the streams.

Highway operations would have the potential to affect surface water quantity
and quality. The relative impact of a particular activity would depend to a
large extent on its proximity to the receiving water bodies and the
susceptibility of the water to the delivered pollutant. Specifically,
Alternatives B, C2, and C3 would affect Des Moines Creek at one crossing of
the main stem of Des Moines Creek, and four crossings of the East Fork of
Des Moines Creek. No streams would be crossed by the I-5 improvements.

Stormwater runoff from the highway, accidental spills, sanding and de-icing,
and vegetation controls are operational activities that have the potential to
affect surface water. The maintenance of road and drainage structures would
potentially impact surface water. The operational impacts are described
below.

Water Quantity

The impervious highway surface and reduced soil infiltration capacity
resulting from grading and landscaping in the remaining portion of the right-
of-way would increase surface water runoff rates and volumes. Stormwater
from the highway would be collected and conveyed to a management facility
to attenuate peak flow rates. Nevertheless, total runoff volumes would most
likely be higher compared with existing conditions, and the duration of flow
for agiven storm volume would be shorter.

Regrading along the proposed alternative alignments would change the
course of offsite sheet flow. An interceptor ditch aong the highway would
collect offsite unconcentrated flow crossing the alignments and convey the
water to adischarge outlet. Concentrating flows in this manner would have
the potential to increase erosion in the receiving channel. Altering the
existing path of unconcentrated flow aso might decrease the water supply to
dependent resources and groundwater.
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Water Quality

Operation and maintenance of the build alternatives could degrade the quality
of surface waters unless stormwater is effectively treated. Pollutants such as
oil and grease, zinc, copper, wear from tires, vehicle particle flake, sediments,
herbicides, and nutrients are commonly associated with highway stormwater
runoff.

SR-509 Freeway Extension/South Access Road

Using the FHWA design procedure (FHWA April 1990a, April 1990b), the
probabilities of exceeding ambient background concentrations and
Washington State Class A standards are presented in Tables 3.5-3 and 3.5-4
for the proposed SR 509 freeway extension and South Access Road. These
tables present concentrations without treatment by BMPs. Stormwater
pollutant concentrations for al pollutants would exceed the 0.35% threshold,
below which no stormwater treatment is required. Statistically, there would
be no difference among the build alternatives, athough Alternative C2 would
have the lowest concentrations in the Miller Creek Basin and Alternative C3
the lowest concentrations in the Des Moines Creek Basin. The slight
differences in concentrations would be due to different tributary watershed
sizes and percentage of impervious surfaces on each watershed.

Using the WSDOT BMPs effectiveness rates (Table 3.5-1), the final pollutant
concentrations after treatment at various BMPs are presented in Table 3.5-5.
The last column of the table summarizes the concentration after treatment
with biofiltration swales and wet ponds, the treatment train considered in the
drainage design (CH2M HILL August 2001b). The thresholds recommended
by the EPA, and Washington State Class A threshold for zinc are a'so
included for comparison. To satisfy these thresholds, treatment using wet
ponds with biofiltration swales, vegetated filter strips, or both would be
necessary, as those facilities are the most efficient.

The average annual pollutant loadings from new roadway surfaces were
computed for TSS, zinc, TKN, and TP using the FHWA procedure (FHWA
1996). The obtained annual loadings were then reduced assuming treatment
efficiencies for biofiltration swales and wet ponds (Table 3.5-1) and
compared with the annual pollutant loadings from the existing condition in
Table 3.5-6. In general, the annual loadings after treatment would be higher
than the annual loadings for existing conditions. The total loadings from
Alternative C2 would be lower than the loadings from Alternatives B and C3
for al pollutantsin both Des Moines Creek Basin and Miller Creek Basin.
Average annual loading in both basins before treatment at stormwater
facilities are also included for comparison in Table 3.5-6. TSS loading would
be reduced over 10 times, zinc loading 7 times, TP 3 times, and TKN only 2
times.

Page 3-74, Chapter 3

SR 509: Corridor Completion/I-5/South Access Road
Revised Draft Environmental |mpact Statement



G/-¢ abed ‘g Jeideyd

JWBWBTRS 10RdW | [eIUBLULIO.IAUT eI Pesiney
peoy Ss300y YINoS/S-|/uo i [dwo) 1op141oD 605 HS

¥8 ¥8 ¥8 P10 0 snioydsoyd [eloL
86 86 86 5000 ¥5S0°0 laddoo
86 86 86 €200 62€°0 ouiz
65 65 65 0zt 0ZrT SpIloS papuadsns [e10L
10edwi G| - (¥981D A8]10SIN) uiseg punos 196nd 1amo
T T T 99¢°0 9.0 S8lIN pue sareniN
4] 12} 1%} T€00 70 snioydsoyd [e1ol
02 0z 02 5000 ¥5S0°0 laddoo
44 22 22 €200 62€°0 ouiz
19 19 19 6L 0ZrT SpIloS papuadsns [e10 L
1oedWwl G| - UISeg JIBAIY UdaI9 JIaMOT]
€ € € 2590 9.0 SalUIIN pue Sa1esN
02 0z 02 TST0 0 snoisoydsoyd [eloL
TS 1S TS ¥00°0 ¥5S0°0 laddoo
€5 €s € €200 62€°0 ouiz
LT LT LT 1’85 44" SpIloS papuadsns [e10L
10edwi G| -uiseg 891D saulo sad
6¢ € € 2590 9.0 Sa)UNN pue sareniN
74 (014 (014 TST0 7’0 snoloydsoyd elol
96 TS TS ¥00°0 ¥5S0°0 laddoo
16 €5 €5 €200 62€°0 ouiz
0. LT LT 1’85 0'ZrT SpIloS papuadsns [e0 L
10edwl OG-YS- ulseg ¥aa1) SauloN sad
ve 8¢ Sp 9.0 9.0 Sa)UNIN pue sajeniN
98 S6 06 TSTO 70 snioydsoyd [e1ol
16 96 86 5000 ¥5S0°0 laddoo
66 86 66 €200 62€°0 auiz
Z8 6. /8 009 0ZrT SpIloS papuadsns [e0 L
10edWwi 60S-YS- uiseg %881 J9||IN
aliajald Areulwijal
€D aAleUIB)Y (p $9ld Iwia1d) g aAlleulal vy

2D dAIRUIBYY

SUOIRIIUSDOUO0D punoIboRyg JeSA-E-UI-82UQ
BuIpaaox3 SIUBAT JO 1USDI3d :[SPON VMHA

[(1/Bw) uonenusouoy  (71/6w) uoiresuadIUOY
punolibyoeg weans ueIpsN 91IS

lalaweled/uliseg

suoljeliuaduo)d chohmv_omm 0] 9Alle|ay Sadelins >m>>_umow_ MBN WO0l} suoljellusaduo) luelnjjod 1sremwiols

€-G’€9lqel




JWBWBTRIS 10RdW | [eIUSLULIO. IAUT eI Pesiney
PeoY SS800Y LINOS/S-|/U0 1B (ALY J0P11I0D ‘605 US

€ Bideyd '9/-¢ abed

"el||IO e %8310 [|IN uo 0.0360 uonels re A6ojoo3 Jo
wawuedaqg Aq pa109)|0o sajdures Aljenb Jayem syl Wolj Parewnss alam uiseg %aal1) ([IIN 8Y1 J0} SUOITRIIUSU0D WRaIS "1Ua) 18 JSAIY U3l U0 0s0V60 Uonels 1e
AB0]097 J0 Juswedaq Ag pa10a]j09 sajdwes Alfenb Ja1em a1 WoJ) PaTeWINSS BI8M UISeg JBAIY U839 J8MOT 8Y) J0) SUOIRIIUSIUO0D Weals ‘suiseg Yaal) Aassen
pue ¥aa1) saulop sa@ ul sejdwes woJj sabeiane onswyile se pajewnss ajam (1addoo pue ouiz Joj 1dsaxa sjuelnjjod |je Joy) 331D J3||IA 10} SUONBANUSIUO0D
punoiByorq Weans SIuUsWaINSeaW 3Say) WOoJj PaleWwnsa alam sulsed (e ul 1addod pue duiz Jo suonesIuaduod punoibyoeg (266T ‘eialiaH) uiseg %891

Aasse|\ ul suoiedo| Inoj §a810 SBUIN S8 Ul Sajdwies Jsjemuliols GT Jo abelane au Uo paseq aire suiseq J3|IIN PUe SBUION S8Q Ul SUOReUSdu0d punoifyoeq

‘Repyssoiyan 000'0€ < (LAVY)
aifen Ajrep renuue sbelsne yum sAemybiy uegin 1oj (SIUSAS JJounl £66) aseqerep YAH- Wol) SanfeA alis Ueipall 8y aJe SanjeA UuoNeilusduod uelipsw alis ,

“JusLUTEal] JB]EMLUIOIS S1R1ISS323U 04GE"0 Uey) Jaybiy sanijigeqold aouepasdxs ||V “3|gel SIyl Ul PaISpISUod Sem juawireal] oN 810N

9 9 9 £v'0 9,0 S8lIN pue sareniN
ST ST ST TPT0 ¥'0 snioydsoyd [eloL
6€ 6€ 6€ 5000 ¥5S0°0 laddoo
4% v Zv €200 62€°0 ouiz
/8 /8 /8 0T 0'ZrT SpIloS papuadsns [el10 L

10edwi G| - uiseg 39310 ||IN
6E 6< 6< ev’0 9.0 S8lLIN pue sareniN

€D 9AlleUuIad)Y

(patiajoid Areuiwinpid)
2O aAleuIsl|y

g aAleulaly

SUOIRIIUSDOUO0D punoIboRyg JeSA-E-UI-82UQ
BuIpaaox3 SIUBAT JO 1USDI3d :[SPON VMHA

(1/6w) uonenusduod
punoibxoeg weans

,(76w) uonenusouod
uelpsiy alls

lalaweled/uliseg

suoljeliuaduo)d chohmv_omm 0] 9Alle|ay Sadelins >m>>_umow_ MBN WOl suoljellusaduo) luelnjjod 1sremuwiols

€-G’€9lqel




11-¢ abed ‘g seideyd

JWBWBTRS 10RdW | [eIUBLULIO.IAUT eI Pesiney
peoy SS800Y LINOS/S-|/U0 1B [dW0D J0p11I0D ‘605 US

‘wdd g Jo ssaupuey Buisn paindwod aiem spjoysaiyl 8sayl

‘Aep/ss|d1yan 000°'0€

< ouen Ajrep fenuue abeiane yum sAemyBiy uegin 1oy (SJUSAS Jouns £66) SSBRIEP YAHA 38U} WOJ) SaNjeA alis Ueipawl ay} ae SanjeA UOIIRAUSIU0D URIpaW alIs,

‘sajduwies mojjaseq Joj painseaw sem wdd g J0 ssaupiey ‘sajdwes Js1eMmwIols 10} painsesw
sem (966T) Wwdd QG 10 SsaupleH "Juswieal Jalemwiols alinbal 06e 0 ueyl Jaybiy sanijigeqold 8ouepasoxsa ||y "a|gel SIyl Ul PaIspISuod Sem Juswiealn oN ;810N

¢ K19A3 92UQ spJrepuels arels Buipaadxy SJUSAT JO 1UB21ad ([BPOIN VMHAH

21 21 4" §8800°0 ¥50°0 laddoo
8 8 8 ¥90°0 62€°0 auiz
1edwi G| - uiseg %310 |IIN
08 08 08 §8800°0 ¥50°0 laddop
€L €L €L ¥90°0 62€°0 ouiz
10edwi G| - (931D A3]10SIN) uiseg punos 196nd Jamo
S S S G8800°0 ¥50°0 laddoo
€ € € ¥90°0 62€°0 auiz
HQMQE_ Gl -uiseg IaAlY Uusal9 IaMOT]
LT LT LT §8800°0 ¥50°0 laddop
€T €T €T ¥90°0 62€°0 auiz
HomQE_ G-| - uised Xoal) SaUlO\ sagd
0L 8. 8. §8800°0 ¥50°0 laddop
19 0L 0L ¥90°0 62€°0 ouiz
Ho.mar:_ 60G-4S - ulsedg )}99l1) Saulo|\ sad
Z8 6. 68 G8800°0 ¥50°0 laddoo
9z zL 78 ¥90°0 62€°0 auiz
10edwi 60S-YS - uised %33l1D J3|[IN
£9 SANELISIY (paliayaid Areutwijaid) a sAIEUIBIY
2D aAnRUIB)Y q(/6w) e(7/bw)
plepuels uoljellusaduo)d lalaweled/uliseyg
SIes A V SSe|D VM uelpaiN als

y-§'€ 3lqel

splepuels v sse[D aiels uolbuiysepn 01 paredwo) saoelns Aempeoy MaN WOoJ) SUOITRIIUSIUOD JURIN||0d J91eMWI0IS




UBWaTeIS 10edW | [eluBLULO LT el pesinay
PeoY SS300Y LIN0S/G-1/u0 1 |dWoD J0p11J0D 160G US € Jldeyod 'g/-¢ abed

"(wdd og = ssaupJey moyaseq ‘wdd Qg = Ssaupsey MoWI0lS) YT0Z-SLT 191deyd DM :92In0s,

"Vd3 Agq pe1onpuod (d¥NN) weiboid Jouny ueqin [eUOEN ,

"J92.1S UIZTZ 1 Uy Ul JISAIYH UdaI9) WO}

sajdwes Alrenb Jayem syl wouy pajewnss aiam uiseq JaAlY Uaalo JamoT 8yl Jo} SUOBIUSdU0D Weans "uised 3aal) [ ul sajdwes wio} sabeiane onuswyie

Sk palewnsa alam suiseg %93l ||IN pue punos 18bnd JamoT ay) 10} SUONBIUSIUO0I WeallS ‘suised %9al) AaSSe|\ pue ¥%aal) Sauloj saq ul sajdwes wod)
sabelane onswyie se pajewnss alam (1addod pue ouiz 1daaxa syuein|jod e 10j) suiseq JaAlY USaID pue X8aiD J9||IN 3} J0} SUOITe]IUS2U0d punolbyoeq weais,
‘Rep/saldiysn 000'0E< N Ajrep

[enuue afessne ynm sAemybiy uequn Joj (SIUBAS JJouns £66) asegerep YAHL 8yl WoJj SanjeA aliS UeIPaLW ay) aJe SanfeA Uuoljeliusduod uelpsw als "(966T) VMHA,
"S$9l0USIIe JuBWIeal] dINg 40} T-G'E 3|geL 89S,

‘sajdwes moyjaseq Jo} painseaw sem wdd 08 Jo ssaup.ey :sajdwes 1a)emwlols 1oy painseaw sem wdd oG Jo SsaupleH ;910N

880 2T ITT IET VLT €8T USBORIN [UePIoI [ej0L
YT 670 670 62°0 8€°0 WT0 0v'0 snioydsoud [eloL
300 80°0 yT°0 10 €0 $60°0 :¥90°0 8T°0 £20'0 ££°0 ouiz
ETTT ov'8e 9L'6¢ o6E  YE'6OT 0zt 002yl SPIOS papuadsns feloL
uIseg %9310 1IN
88°0 2T ITT L€T vLT €8T USBOLIN 1UEpIOI [ej0L
v1°0 610 610 620 80 W10 00 snioydsoyd fejoL
300 80°0 y1°0 10 €0 $60'0 ‘¥90°0 8T°0 £20'0 ££°0 ouiz
ETTT 0v'8e 9L'6¢ o6E  YE6OT 0zt 002yl SPIOS papuadsns feloL
uiseg punos 196nd Jamo
88°0 21 11T €T vLT €8T uaBOLIN UepIof fejoL
Y10 670 670 62°0 8€°0 1€0°0 070 snioydsoud [eloL
500 80°0 y1°0 10 €0 $60'0 ‘¥90°0 8T°0 £20'0 £€°0 ouiz
ETTT ov'8e 9L°6¢ 066 VE6OT 62 00ZvT SPIOS papuadsns feloL
uiseqg JoAIY U319 JaMoT
88°0 2T ITT L€T vLT €8T USBOLIN UepIOI [ejoL
YT 670 670 62°0 8€°0 510 0v'0 snioydsoud [eloL
500 80°0 yT°0 10 €0 $60°0 :¥90°0 8T°0 200 ££°0 ouiz
ETTT ov'8e 9L'6¢ o6E  YE6OT 0009 002yl SPIOS papuadsns feloL
uiseg Xaald I9||IN
88°0 2T 11T €T vLT €8T uaBOLIN UepIol [ejoL
v1°0 610 610 620 80 ST'0 00 snioydsoud feioL
300 80°0 y1°0 10 €0 5600 ‘¥90°0 8T°0 200 ££°0 ouiz
ETTT ov'8e 9L°6¢ 966 VE6OT 0£'85 00ZvT ~ SPIOS papuadsns feloL
uiseg »oal) SaUION sa(
Do IS M oG 1M oS NMeA M (VBW) (Moyeseq  [(VBW)  (VBw) (1/Bw)
U®u®H®@®> uoneolg ‘MO E._OHWV m_‘_muc uoljelluaduo CO_HQM.ECQOCO l9laweled/ulise
bUe SEmS ‘moyy UBUIO _UONRAUGI0D ol O JeluwerEd/UISeg
voenyoIg  (V/BW) JUBWIESIL NG JouY Uonenusouoy  PIoPHUIS SIS VL SIDY VA PEROIAREE - HEIRO BUS

sialalueled palda|as 1o} sdNg sholiea Buisn [eAoway 1uein|jod
G-G'€ 9|qeL




6/-¢ abed ‘g Jeideyd

JWBWBTRS 10RdW | [eIUBLULIO.IAUT eI Pesiney
peoy SS800Y LINOS/S-|/U0 1B [dW0D J0p11I0D ‘605 US

"T-G'E 9|eL WOJ} S3I0UIDIL8 JusIes)
Buiwnsse paonpal uayl alam sbuipeo| 1ueln|jod (966T ‘YMHA4) ainpasold wAHS auy1 Buisn paindwoo alam aAneulsle yoes Jo) sBuipeol ssew [enuuy ;810N

0T 143 6°¢ 10T €0 anfeulaly
60 (43 8¢ 96 ¢0 |Neulal)y
[ 14% G'6 OET d sAeuIslly snioydsoyd [e10L
'8 T2 69T S99 €0 anleulay
V. YASTA G'GqT GES ¢0 aNlreulaly
2'ac ave 9'¢sS TZL d sAljeuwIa)ly uaBomN |yep|afy el
70 qT 6°¢ 10T €0 anlfeulaly
1740 VT 8'¢ 96 ¢0 |Aeulally
7'l 6T G'6 0€T d aAleuwIs)y dulz
c0T Gev'e 162'T 808‘cy €0 anlfeulaly
66 GSZ'e 192'T 8TG'TY ¢0 |ahreulay
LEE G8E'Y S62'v 1€6'GS d sAneuIs]|yy SpI|0S papuadsns [ejo1
39840 J9|IIN %9310 Saulol saQ NEETOREN 38810 SaUION sad

puod 19\ pue ajemsolg
Te uawieal] Ja)y BuipeoT ssey enuuy

1UaWIeal] alojag Bulpeo SSe enuuy

aAleUId] Y

juelnjjod

[1eak/Bx] saAlreuIs]|Y pROY SS822Y UIN0S/60G HS WOl sadeling Aempeoy MaN wol4 Buipeo jueinjjod [e10l

9-G’€ 9lqel




[-5 I mprovements

The proposed |-5 improvements would create approximately 37 acres of new
impervious surface. Approximately 1.3 acres would be located in the Miller
Creek Basin, 10.3 acresin the McSorley Creek sub-basin of the Lower Puget
Sound Basin, 23.3 acrein the Lower Green River Basin, and 2.1 acresin the
Des Moines Creek Basin. Runoff from the new impervious surfaces has the
potential to adversely affect water quality; however, no streams would be
crossed by the proposed 1-5 improvements.

Drainage design and layout of stormwater treatment facilitiesis detailed in
the I-5 Corridor Improvements Drainage Facilities Concepts Technical
Memorandum (CH2M HILL November 2001). Stormwater generated from
all new surfaces would affect Des Moines Creek Basin, Lower Green River
Basin, Lower Puget Sound Basin (mostly McSorley Creek), and Mill Creek
Basin. Stormwater would be treated by biofiltration swale, wet pond, or
biofiltration swale-wet pond treatment train.

Assessment of stormwater pollutant concentrations from new roadway
surfacesis presented in Table 3.5-3 relative to background concentrations,
and in Table 3.5-4 relative to Washington State Class A-standards. Without
treatment, the greatest potential impact would be in the Lower Puget Sound
Basin, where almost 100 percent of rainfall events would generate pollutants
that would exceed the threshold criteriafor zinc and copper. TSS loadings
would be exceeded most of the timesin the Mill Creek Basin (87 percent). In
genera, pollutant concentrations from I-5 improvementsin Des Moines
Creek Basin would be several times less than the impact from the SR 509
improvements in the same basin.

The average annual loading from new roadway surfaces were computed for
TSS, zinc, TKN, and TP using the FHWA procedure (FHWA 1996). The
obtained loadings were reduced for stormwater facilities specified in the
drainage design report (CH2M HILL November 2001), using treatment
efficiencies from Table 3.5-1. These |oadings were then compared with the
pollutant loadings before the treatment (Table 3.5-7). The highest removal
efficiency would be achieved in the Des Moines Creek and Mill Creek basins
for al pollutants. The removal of TSS pollutants would be the most efficient
(56 to 72 percent). Theremoval of TKN pollutants would be the least
efficient (24 to 36 percent), especially in the Lower Green River Basin

(24 percent).

South Airport Link

This 1,000-foot segment of the proposed South Access Road would impact
only the East Fork of Des Moines Creek. For design options HO, H2-A, and
H2-B, bioswales in combination with wet vaults are proposed for stormwater
treatment. Stormwater pollutant concentrations, expressed as exceedance

Page 3-80, Chapter 3
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probabilities, would be highest at vault 1 for design option HO, and at vault 2
for design options H2-A and H2-B. Stormwater pollutant concentrations
would be higher for design options H2-A and H2-B than for design option HO
for al constituents (Tables 3.5-8 and 3.5-9). These tables present
concentrations without treatment by BMPs.

Design option HO would have the lowest number of runoff flows exceeding
the once-in-3-year threshold of 0.3 percent to 0.4 percent. Design option H2-
B would have the highest number of runoff events exceeding the once-in-3-
year threshold of 0.3 percent to 0.4 percent.

Without treatment, the background concentration of all pollutants would be
exceeded numerous times for flows draining to vaults 1, 2, and 3

(Table 3.5-8), and Washington State water quality standards for the same
pollutants would also be exceeded (Table 3.5-9). Pollutant concentrations
after treatment at several BMPs, including biofiltration swales and wet vaults
(as recommended in the stormwater plan), were included for comparison
(Table 3.5-10). The results show that use of vegetated filter strip could
improve treatment efficiencies. The results for annual pollutant loading for
the three South Link design options after treatment at bioswales followed by
wet vaults are presented in Table 3.5-11. TSS and zinc loading would be
reduced 3 to 4 times after treatment, while TP and TKN would be reduced
only 1 to 2 times.

Groundwater

Infiltrated stormwater pollutants from new impervious surfaces could cause
potential adverse impacts on groundwater quality. However, this potential
would be low if standard BMPs are implemented. The Angle Lake Well and
other wellsin the study area are within the South King County Groundwater
Management Area (GWMA). Although there is no aquifer protection plan for
the Angle Lake Well, the protection plan of the wellhead areaisin a5-year
development phase and is not yet finalized (Johnson pers. comm. 2000).
Whenever the BMPs become available, they will be incorporated into the
protection plan.

Accidental Spills

The volume of hazardous materials (such as petroleum products) that would
be transported through and delivered within the project areais determined
predominantly by the local demand for such materials. Each of the build
alternatives would provide a transportation corridor designed under current
regulatory safety standards, which would result in alower frequency of
accidents compared with existing roads designed to earlier standards. Thus,
the risk of accident-related spills would be expected to be lower under any of
the build alternatives compared to the No Action Alternative because the new
roadway would improve the overal safety of the road system.

Page 3-82, Chapter 3
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Alternative B

The Tyee wetland/stormwater pond was designed to control stormwater flow
and allow temporary shut down of flow to Des Moines Creek in the event of
a pollutant spill further upstream. Where the pond could not be avoided, each
of the build alternatives would span the pond with a bridge. Because no fill or
bridge supports would be placed within the pond, there would be no
reduction in pond storage volume, and, therefore, no effect on its stormwater
control function.

Vegetation Management

V egetation would be managed through implementation of Integrated

V egetation Management (VM) within WSDOT’ s Roadside Classification
Plan (RCP) (WSDOT 1996). The IVM promotes use of native vegetation,
implementation of the visual quality policy, and reduced use of fertilizers,
pesticides, and other chemical controls. The visual quality policy promotes
environmentally beneficial landscaping, including use of water-efficient and
runoff-reduction practices and construction with minimum impact on habitat.
However, even with the most conservative use, some amounts of landscaping
chemicals or herbicides would be expected to enter the receiving surface
water bodies during storm events.

Under Alternative B, the SR 509 freeway extension and South Access Road
(Figure 3.5-2) would create 89.5 acres of new impervious surface in Des
Moines Creek and Miller Creek Basins. Total new impervious surface area
for Alternative B, including the I-5 improvements, would be 126.5 acres. The
SR 509 alignment of Alternative B would necessitate one stream channel
crossing over a Class 2 reach of Des Moines Creek near the intersection of
South 208th Street and 18th Avenue South. The alignment of the South
Access Road would cross the channelized and piped upper reaches of the
East Fork tributary to Des Moines Creek at four locations, which are either
Class 3 or unclassified.

Runoff from Alternative B would have the greatest number of storm events
exceeding the once-in-3-year threshold of 0.35 percent (Table 3.5-3).

Without treatment, the potential to exceed Washington State standards for
zinc and copper in Des Moines Creek Basin and Miller Creek Basin would be
the highest of the build alternatives (Table 3.5-4). With the proposed
stormwater treatment, loadings of each pollutant evaluated would be the
highest of the build alternatives (Table 3.5-6). Annual TSS loading would
range from nearly 4,300 kg (Miller Creek Basin) to 337 kg (Des Moines
Creek Basin).

Potential impacts associated with the proposed South Airport Link design
options and I-5 improvements are described under Impacts Common to All
Build Alternatives.
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Alternative C2 (Preliminary Preferred)

Alternative C3

Under Alternative C2 (Figure 3.5-3), the proposed SR 509 freeway extension
and South Access Road would create 76 acres of new impervious surface in
Des Moines Creek and Miller Creek Basins. Total new impervious surface
areafor Alternative C2, including the I-5 improvements, would be 113 acres.
Water quality impacts from construction and operation would be the highest
in areas where the roadway alignment would cross Des Moines Creek and at
four crossings of the East Fork of Des Moines Creek.

Runoff from Alternative C2 would yield exceedance probabilities that are
similar to Alternatives B in Des Moines Creek Basin, but lower than
Alternative B in Miller Creek Basin (Table 3.5-3). Without treatment, the
potential to exceed Washington State standards for zinc and copper in Des
Moines Creek Basin would be the same as Alternative B (Table 3.5-4).
However, they would not exceed the once-in-3-year standard in Miller Creek
Basin.

With the proposed stormwater treatment, pollutant loadings would be lowest
of the build alternatives for each pollutant evaluated. Annual TSS loading
would range from 3,255 kg (Des Moines Creek Basin) to 99 kg (Miller Creek
Basin), which would be 36 percent lower than Alternative B and 6 percent
lower than Alternative C3 (Table 3.5-6).

Potential impacts associated with the proposed South Airport Link design
options and I-5 improvements are described under Impacts Common to All
Build Alternatives.

Under Alternative C3 (Figure 3.5-4), the proposed SR 509 freeway extension
and South Access Road would create 76.5 acres of new impervious surface in
Des Moines Creek and Miller Creek Basins. Total new impervious surface
areafor Alternative C3, including I-5 improvements, would be 113.5 acres.
Potential water quality impacts from construction and operation would be the
highest in areas where the roadway alignment would cross Des Moines Creek
and the East Fork of Des Moines Creek. The number and locations of stream
crossings would be the same as Alternative C2.

Exceedance probabilities of background concentrationsin Miller and Des
Moines Creek would be approximately the same as Alternative C2, but lower
than Alternative B (Tables 3.5-3 and 3.5-4). With the proposed stormwater
treatment, pollutant loadings would be similar to Alternative C2 and lower
than Alternative B for each pollutant evaluated (Table 3.5-6). Annual TSS
loadings would range from 3,435 kg (Des Moines Creek Basin) to 102 kg
(Miller Creek Basin), which would be 6 percent higher than Alternative C2
and 24 percent lower than Alternative B.
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Potential impacts associated with the proposed South Airport Link design
options and I-5 improvements are described under Impacts Common to All
Build Alternatives.

3.5.4 Mitigation Measures

Project Design Mitigation Measures

Mitigation has been incorporated into the design of the build aternativesto
reduce potential water quality impacts. Each of the alternatives incorporates
King County's detention and water quality treatment criteria according to the
King County basic water quality menu in the Surface Water Design Manual
(King County 1998), aswell as WSDOT Endangered Species Act (ESA)
stormwater effects guidelines (WSDOT 1999). In addition, to increase the
effectiveness of onsite surface water management, stormwater from the
roadways would be managed separately from upstream surface water
intercepted by the highway. Whenever possible, the build aternative
alignments have been selected to avoid or reduce impacts on sensitive
resource areas.

WSDOT would maintain stormwater management facilities for the proposed
project, except for facilities at the South Access Road, which would be
maintained by the Port of Seattle. WSDOT’ s maintenance measures would
follow RCP (WSDOT 1996) and the Regional Road Maintenance
Endangered Species Act Program Guidelines (NMFS 2001). The IVM would
promote use of native vegetation and reduced use of fertilizers, pesticides,
and other controls. The visual quality policy would assume environmentally
beneficia landscaping, use of water-efficient and runoff-reduction practices,
and construction with minimal impact on habitat.

One of the goals of the Des Moines Creek Basin Plan (Des Moines Creek
Basin Committee 1997) is to address el evated temperatures in Des Moines
Creek. Aspart of the proposed project, trees and shrubs would be planted
around detention ponds and along stream banks adjacent to the proposed
alignment to provide shade and help lower stream temperatures.

As project design is further devel oped, opportunities to address stormwater
issues using a watershed approach would be sought. This approach would
focus on treating stormwater at the subwatershed level, emphasizing
infiltration techniques and restoration of natural hydrological functions where
practicable. A subwatershed scale analysis of existing soil types, geology,

and land use cover, interfaced with the existing Des Moines Creek Basin
Plan, would be used to identify such opportunities.
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Operation Mitigation Measures

Operation mitigation measures would include operation and maintenance of
stormwater management systems, implementation of an accidental spill
response plan, and discriminate use of de-icing materials and herbicides for
vegetation management within the highway right-of-way.

Stormwater Treatment Outfalls

Ouitfalls from proposed stormwater treatment facilities would be designed to
dissipate the energy of the discharged water to prevent streambed scouring.
Where practical, outfalls would be designed to improve fish habitat in the
stream by including an alcove of low-velocity water. Such an acove would
provide refuge during high flows to overwintering juvenile and migrating
adult salmonids (King County 1998).

Stormwater Management

Potential measures to mitigate operational impacts on water resources would
include implementing design specifications from a number of existing plans
and regulations, including WSDOT’ s NPDES permit for stormwater runoff.
WSDOT has a Municipal NPDES permit that regulates and defines methods
to manage, control, and treat runoff from highways and associated shoulders
within the project area. Through the NPDES permit process, WSDOT is
required to provide water quantity control and water quality treatment for all
new and existing impervious surfaces to avoid or effectively mitigate impacts
on water resources (WSDOT 1997). The proposed design criteriafor the
collection, detention, and treatment of stormwater will be according to the
King County Surface Water Design Manual (King County 1998) and the
WSDOT Highway Runoff Manual (WSDOT 1995). In cases where both
manuals list design criteria, the more stringent design criteriawill be used.

In general, standards and methods specified in the King County Surface
Water Design Manual would be applied for designing stormwater BMPs.
However, FAA design standards for airports place restrictions on the use of
open water impoundments such as wet ponds and biofiltration swales because
of their potential for attracting wildlife that could interfere with airport
operations (FAA 1997). Project elements constructed by the Port on its
property (e.g., South Airport Link) would be included under the airport’s
NPDES permit and appropriate controls and conditions for those facilities
would be developed in conjunction with that permit.

Proposed stormwater treatment for the SR 509 freeway extension and the I-5
improvements primarily include vegetated bioswales, wet ponds, and
detention ponds. A detailed description of the proposed stormwater treatment
is provided in the Stormwater Treatment Technical Memorandum for the SR
509/South Access Road (CH2M HILL August 2001b) and in the I-5 Corridor
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Improvements Drainage Facilities Concepts Technical Memorandum
(CH2M HILL November 2001).

Vehicle access to stormwater and water quality treatment structures would be
provided to allow I&M. The maintenance of all structures would be
conducted according to the Stormwater Site Plan (SSP) prepared per
WSDOT’ s Highway Runoff Manual (WSDOT 1995), WSDOT’s RCP
(WSDOT 1996), and King County’s Surface Water Design Manual (King
County 1998).

The outlets of facilities and interceptor swales would be designed to
adequately dissipate the energy of discharged water before it reaches the
receiving stream. Depending on the flow rates from the facility and the
configuration of the system, this could be accomplished with avariety of
structures, including rock pads, gabion outfalls, dispersion trenches, or level
spreaders (King County 1998).

Accidental Spills Mitigation

To help control the spread of accidental spills during highway operation, the
flow-control structures at stormwater detention facility outlets would be
equipped with baffles and a spill-control separator to retain buoyant materials
(lighter than water) such as petroleum products. Spilled liquids collected by
the drainage system would thereby be detained in the stormwater detention
facility until cleanup is complete.

Vegetation-Control Mitigation

Herbicide spraysto control vegetation would be applied only in dry weather
under zero or mild wind conditions. In addition, spraying would be done only
by alicensed sprayer. Precautions would be taken when spraying near
sensitive water resources. Records would be maintained to keep track of the
date, location, type, and amount of herbicides applied. Additional applicable
guidelines for vegetation management, as outlined in WSDOT’s RCP
(WSDOT 1996), would be followed.

Bare or thinly vegetated ground surface areas within the right-of-way could
be minimized, particularly on slopes. Where possible, grass vegetation could
be used between the edge of pavement and roadside ditches and in earth-lined
ditches to reduce erosion and encourage biofiltration of stormwater.

3.5.5 Construction Activity Impacts and Mitigation

Construction Impacts

Construction activities could introduce a variety of pollutants into surface
waters, including sediment, fuel and lubricants, paving oils, chemicals,
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construction debris, and uncured concrete. Nutrients from seed mixtures
applied for stabilizing soils and creating final landscaping have the potential
to reach adjacent water resources.

Potential construction impacts on groundwater quality would include arange
of pollutants used or generated during construction, such as petroleum
products and construction waste. Pollution could result from (1) accidental
release of these substances, (2) leaking storage containers, or (3) construction
equipment maintenance. The potential for construction impacts would be low
because of the short period of construction and implementation of BMPs.

Construction might affect the wellhead protection area of the Angle Lake
WEell. The Angle Lake Well and other wells in the project area are within the
South King County GWMA. However, management strategies to protect the
wellhead area are in a 5-year development phase and are not yet finalized
(Johnson pers. comm. 2000). Whenever the BM Ps become available, they
will be incorporated into the protection plan. In the meantime, BMPs outlined
in the King County Surface Water Design Manual (King County 1998) and
WSDOT’ s Highway Runoff Manual (WSDOT 1995) would be used.

Mitigation Measures

Local, state, and federal government permit requirements would be
implemented to mitigate potential construction impacts on surface and
groundwater resources for al build alternatives. Stormwater, grading, and
water quality-related permits required for the proposed project could include
Hydraulic Project Approval (HPA), NPDES Permits for Construction and
Operation of Sites Disturbing More Than 5 Acres, NPDES Permits For
Construction Activity for Sites Greater than 1 Acre (Phase Il of the NPDES
Stormwater Program [U.S. EPA December 1999]), and local clearing,
grading, and other permits.

To fulfill requirements of the construction NPDES permit, an SSP would
need to be developed. The SSP would include measures for controlling
erosion and sedimentation and preventing discharge of pollutants contained
in stormwater to water bodies during construction and operation. The SSP
would also include provisions for implementation of BMPs to protect
groundwater and public drinking water supply, and measures to protect water
and sewer lines, and construction monitoring. In developing the SSP, detailed
data collection and analysis of local site conditions would be conducted. This
would incorporate a thorough soils assessment, including jar tests, to
determine potential for erosion and persistent water turbidity. Other site
specific information on drainage, topography, ground cover, rainfall records,
existing encumbrances, and water table elevation would be used in
developing a Temporary Erosion and Sediment Control (TESC) plan.
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The TESC plan isarequired component of the SSP. In devel oping the TESC
plan, appropriate construction BMPs would be selected for each of the
particular types of anticipated construction activities. Implementing effective
BMPs at construction sites, such as minimizing exposed soil surfaces and
controlling erosion and sedimentation, would prevent or reduce potential
impacts on surface water and groundwater quality. The King County Surface
Water Design Manual (King County 1998) and WSDOT’ s Highway Runoff
Manual (WSDOT 1995) would be used for BMP selection and design
criteria. BMPs for the types of construction activities anticipated typically
include the following:

e Phasing construction to minimize the amount of earth exposed at any one
timeto erosive forces

» Designing construction entrances, exits, and parking areas to reduce
tracking of sediment onto public roads

» Using vegetative erosion-control practices (seeding, mulching, soil
conditioning with polymers, flocculants, sod stabilization, vegetative
buffer strips, and protection of trees with construction fences)

* Implementing erosion-control practices (mulching, erosion-control
blankets, and application of soil tackifiers)

* Implementing sediment-control practices (straw bales, silt fences, check
dams, sediment traps, sedimentation basins, and flocculation methods)

» Controlling erosion of stockpiled materials (e.g., diverting upslope water
around stockpiles, covering stockpiles, and placing silt fences around
stockpiles)

* Preserving the permeability of pervious areas within the project
construction site to the greatest extent practical

* Performing routine I&M of erosion and sediment control BMPs.

If construction takes place during the wet season (October 1 through

April 30), exposed soils would be subjected to additional controls specified in
King County’ s erosion and sedimentation control standards (King County
1998).

A Spill Prevention Control and Countermeasures (SPCC) plan would be
adopted as a construction planning element of the proposed project to reduce
accident-related water quality impacts (Wilson pers. comm. 1999). The plan
would specify the responsibilities of those involved during accidental spills.

SEA/3-05 water qual.doc/020220066
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